AMES 200B

SIZE
1/2”,3/4°,17,1 1/4°,1 1/2”,2”

DESCRIPTION

This is a double check assembly. Production began in 2003 and was discontinued in
2013. The Ames 200B is the same as the Watts 719. For repair information see Watts
719. The body is made of bronze with a poppet style check. Check covers unscrew
from the top of the body. The spring is not contained when the covers are removed.

BASIC REPAIR KIT
The repair kit contains discs and O’rings
SIZE KIT NO
1/27 719-RT050
3/4” 719-RT075
1” 719-RT100
11/47-11/2 719-RT125
2 719-RT200
IMPORTANT FEATURES

~ Poppet style checks
~ Factory repair information enclosed
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Series 200B

Double Check Valve Assemblies
Sizes: 12" — 2" (15 — 50mm)

2008

Pressure-Temperature
Operating Pressure: 175psi (12.07 bar)

AMES

FIRE & WATERWORKS

Operating Temperature Range: 33°F — 180°F (5°C — 82°C)

Materials
Body: Bronze

Elastomers: Chloramine resistant silicone and EPDM

Check Seats and Disc Holders: PPO
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Disc Rubber

Disc Washer _
Disc Screw ™.

Disc Holder

Reinforcement Ring

Seat

1-80

e Cast bronze construction

* Separate access, top entry check
valve design

¢ Reversible seat disc rubber,

extends check valve life

¢ Chloramine resistant elastomers
* Replaceable seats and seat discs
¢ Compact design

* Top mounted screwdriver slotted

ball valve test cocks
Low pressure drop

e /2" — 1" (15 — 25mm) have Tee
handles

¢ No special tools required for
servicing

Plastic on plastic check guiding
reduces potential binding due to
mineral deposits

Capacities

* Typical maximum flow rate (7.5 feet/sec.)
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