SIZE
4", 6"’ 8", 10"

DESCRIPTION

VIKING A-1

The Viking Model A-1 is a double check backflow assembly produced from approximately

1977 to 1989. The body is galvanized cast iron. The check seats were replaceable. A seat
removal tool is needed to change the seats. It was a lead weight loaded swing check device.
Most internal parts were made of bronze.
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BASIC REPAIR KIT
The repair kit contains all rubber discs and cover gaskets.
— — - SIZE KIT NO IMPORTANT FEATURES
4” A1400 *® ~ Galvanized cast iron body
6” A1600 *® ~ Replaceable check seats
8” A1800 *@ ~ Lead weight loaded check
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¥ nut 18 clamp plate
2 gasket 19 screw
3 bolt 20 seat A B C D E - - rklgT;?N Lossal”N PSI _
4 plug 21 disc 4 124%° 4| 517 | 16 %7 [13 %2 gon | voios | vave | vohe | vake
5 bolt 22 disc holder 6 333, | 515 | 667 22 15[ 18 1,» 100 275 — 181 1.48
6 cover 23 hinge pin - WA v = = - 200 250 | 186 | 154 | 142
g oo ety 8 Jaaver ey [ 73 125" 120 /8 oo T [ I
9 washer 25 pin 107149 8 82 28 22 /‘ 500 270 | 166 139 138 |
10 gasket 26 pin 600 | 295 | 168 | 136 =
11 pivot shaft 27 pinring g 265 | 168 | 136 | 122

475 1.68 1.40 1.23

12 Wasber 28 CIaI.)per ann BAVCD 1000 7.50 1.81 1.46 1.27
}i l‘el't ring gg V&felght -Acul.ow:’h‘uuuru- 1200 1090 201 144 —

plug pmn vALVE co. 1400 - 2.36 164 114
15 bushing 31 pin ring 1600 = 2.86 164 113
16 test cock 32 pin 20-1 lg‘s’g = = 1'72 =
17 test cock 33 body —~ — 20 —

Individual check valves of paired assembly





